










Fig.16  Share invitation data interface

5.Click “Pair the device”, device bond is done (Fig.12);
6. After WIFI bonding is done, and jump back to My Device(Fig. 13).

Fig.12 Bond Device interfaceFig.11.2 Manual input interface Fig.13 Device management interface

Fig.14 Device management interfaceFig.15 My information interface

Device management operations are as below :

Device Management

1

12

2



Guidelines for interface jumps

Heating Device Control

Fig.17 Device management interface Fig.19 Setting interfaceFig.18 Device Main interface

Fig.22 Statistical analysis interface
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Fig.21 The failure interface
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Fig.20 AT compensation curve interface



Guidelines for interface jumps

Heating Device Control

Fig.24 Device share interfaceFig.23 Device Main interface

Fig. 25 Mute Setting interfaceFig.26 Mode switching interface
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Fig.27 Timer Setting interface
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Fig.28 Time Mute interface



Guidelines for interface jumps

Fan Coil Device Control

Fig.29 Device management interface Fig.30 Device Main interface
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Fig.32 The failure interfaceFig.31 Setting interface
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Fig.34 Device share interfaceFig.33 Device Main interface

Fig. 36 Speed setting interfaceFig.35 Mode switching interface
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Guidelines for interface jumps

Fan Coil Device Control



Code: 20230110-0001

ICON NAME

ON/ OFF

Silent Mode Off/on

Timers settings

Troubleshooting

heating and hot water

hot water

heating 

refrigeration

refrigeration and hot water

Electric heating condition

Defrost status

Water flow

The environment temperature

water inlet temperature

Tank temperature

Indoor temperature 

hot water temperature 

Setting

Click it to turn on/ off the unit

Displays mute mode. Click to switch mute mode

Click to enter timer on/off

Click to view device failure information

Select Save to change the working mode

Select Save to change the working mode

Select Save to change the working mode

Select Save to change the working mode

Select Save to change the working mode

Display electric heating status

Display defrost status

Display water flow

Display ambient temperature

Display inlet temperature

Display tank temperature

Display room temperature (room temperature)

Display outlet water temperature

Click to change the functions setting of unit

FUNCTIONS




